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Abstract — Performance is one of the leading factors in the 
current processor designs. A processor's efficiency highly 
depends upon the organization of its cache. In the multi-level 
caches, the existing scheme of addressing the cache memory 
produces a significant fraction of address conflicts at the lower 
level cache. This increases the global miss rate which 
diminishes the cache and processor performance. This problem 
becomes more severe in multi-processing environment 
because of conflicts of inter-process interference. An approach 
that performs the cache addressing efficiently in multi-level 
caches is proposed in this paper. The experimental results 
show that this scheme significantly decreases the global miss 
rate of the caches and the cycles per instruction (CPI) 
performance metric of the processor. 

Index Terms — cache memory, cache addressing, conflict misses, 
multi-level caches 

I. Introduction 

Cache memory addressing scheme [1] partitions the 
physical address into three fields: tag, index and offset. The 
index field is used to select one of the cache sets. The tag 
field is compared against it for a hit. Figure 1 shows how an 
address is divided into three fields. The block offset selects 
the desired word from the block. 
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Figure 1. Traditional address partitioning 

As per to this traditional scheme the contiguous blocks 
in memory are mapped to contiguous blocks of the cache. 
Although this scheme uniformly distributes the memory block 
addresses across the cache block frames, but it suffers with 
two major limitations [2] [3] [4]. First, multiple memory blocks 
map to the same set of block frames at all the cache levels 
which potentially produces global conflict misses in the 
caches. Second, due to generally much larger high level cache 
multiple blocks of higher level cache map to a single frame of 
lower level cache which causes conflict misses at the lower 
level. In Figure 4 the types of block addressing conflicts 
found in the traditional scheme are illustrated. These limita- 
tions arise specifically in two workload environments: i) a 
single running process whose memory access pattern is scat- 
tered across the memory pages instead of being localized to 
a region. This scenario is specially encountered when the 
size of primary cache is very small, and ii) in the multi-pro- 
cessing environment where the caches are not large enough 
to accommodate the working sets of all the running processes 
©2013ACEEE 
DOL03.LSCS.2013.2.40 



without conflict. This scenario is most significant in the cur- 
rent multi-processor systems which allow a high degree of 
multi processing causing even large caches to crunch under 
its pressure. 

Previous studies have explored these drawbacks and 
proposed the solutions. Non-temporal streaming [5] has 
reduced the cache conflict misses by predicting the temporal 
behavior of a block. Alternative cache hashing functions were 
used in [6] to eliminate the conflicts misses. Cache Miss Look 
aside [7] used a hardware buffer to reduce conflict misses. 
Compile-time transformations [8] [9] were also used to 
eliminate conflict misses. Unfortunately, all of these schemes 
either require a specialized hardware or are not dynamic in 
nature. 

An efficient scheme of addressing the cache is proposed 
in this paper which overcomes the above mentioned 
limitations in the above said workload environments. 
Moreover, it does not require any additional hardware on the 
processor chip. Section II describes the index-first cache 
addressing scheme in detail and also discuss its comparison 
with the traditional scheme. Section III describes the 
experimental methodology and the results achieved using 
the new scheme. Finally, Section IV concludes the paper. 

II. Index-First Addressing 

In this proposed cache addressing scheme, we 
interchange the tag and index fields of the traditional way to 
make it called as index-first addressing. This scheme thus 
uses the high order bits to index into the cache and lower 
order bits as the tag to compare against the selected cache 
block frame for a hit. The address fields are as shown in 
Figure 2. 
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Figure 2. Index-first address partitioning 

The following relations will hold true in the index-first 
addressing scheme: 

(No, of cache blocks) = (No. of regions) = 2 indBX 
(Region Size) = 2* as+offB6t 
(Block size) - 2 offEet 

By this way of addressing the memory, the whole memory 
can be seen as composed of a fixed number of regions and 
each region is composed of a fixed number of blocks. It is 
illustrated in Figure 3 how this scheme maps in a solo cache. 

vcACEEE 



Short Paper 



Proc. of Int. Conf. on Advances in Information Technology and Mobile Communication 2013 



It should be clear from the figure that all the blocks of a 
region maps to a single block frame in the cache and no two 
blocks of different regions map to the same block frame. 

This logical division of memory into regions is similar to 
what is called as paging in memory management. The region 
size should be comparable to a page but it is preferable that 
the region size be smaller than the page size in order that the 
program memory references remain scattered across the 
regions as much as possible. 



block 2 to frame 2 in traditional and frame 1 in index-first. It 
must be noted that all memory accesses will belong to the 
category of one of these four mappings. Table I enumerates 
the all the possible block mapping conflicts that may occur in 
the two addressing schemes. The table shows the caches 
that conflict for a particular mapping pair and also the num- 
ber of memory blocks (called degree) involved in such a con- 
flict. A degree of one means no conflict. 

Table I. Mapping Conflicts For The Two Schemes 
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Figure 3. Address mapping as per the index-first scheme 



The above analysis shows the proposed scheme produces 
the following effects on the caches: 

a. The mapping pair (1,2) produces the single conflicts 
in the LI cache in the index-first scheme. This effect 
can be lowered by keeping the M/m value lower. 
This can be done by using a larger sized LI cache. 

b. The mapping pair (1,3) causes a large no. of single 
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Figure 4. Addressing conflicts using index-first vs. traditional 

The addressing conflicts that occur in the caches when us- 
ing index-first scheme versus traditional scheme are as shown 
in Fig. 4. Note that it is only the Ll$ at which the block map- 
pings of two schemes differ. Each numeric label on the map- 
pings denotes a particular type of memory block access. For 
example mapping "1" shows that both schemes map memory 
block 1 to frame 1 of the Ll$ whereas mapping "2" maps 
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Main memory. 
M-block 

scheme. Block size is uniform at all the levels 

conflicts in the LI cache in traditional scheme. Or 
conversely, the index-first scheme reduces such 
single conflicts in the LI cache by a factor of 1/m. 
This effect can be made higher by increasing the 
value of 1/m. This can be done by using a 
comparatively smaller LI cache, 
c. The mapping pair (1,4) produces a large no. of global 
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(a) Relative global miss rates 

Figure 5. Single-trace simulations of a set of benchmarks 



(b) CPI reductions 



conflicts in the traditional scheme whereas many of 
these are eliminated in the index-first scheme. This 
will reduce the global miss rate in the index-first 
scheme again by a factor of 1/m. This effect can also 
be made larger by using a smaller sized LI cache. 
The effects (a), (b), and (c) depict the reason of applying 
the index-first addressing scheme only at the lower level in- 
stead of higher levels. The important observation from the 
effect (c) is that index-first scheme services many requests at 
LI level which are serviced by memory in traditional scheme. 
This will significantly improves the CPU performance because 
of a large difference between LI cache access time and memory 
access time. Another important observation is that the (1, 2) 
conflict arise out of the same page, (1, 3) conflicts may or may 
not arise out of the same page, and the (1,4) conflicts only 
arise out of the different pages. This implies that in multi- 
processing systems index-first scheme will give far better CPU 
performance gain as compared to single processing environ- 
ment because effect (b) and (c) will be dominating in the multi- 
processing systems. 

III. Experiment And Results 

Our goal is to evaluate the effect of index-first addressing 
scheme on the cache and CPU performance as specified in 
the previous section. To do this, global cache miss rate and 
instructions per cycle (IPC) were used as the performance 
metrics. The cache hierarchy system that was modeled is 
detailed in Table II. 

A. Simulation environment 

The Dinero IV cache simulator [10] was used to run the 
traces of various benchmarks. The simulator was modified to 
include the index-first addressing scheme. The simulator was 
extended to simulate the multi-processing environment by 
running 2- and 4- traces simultaneously. In the multi-trace 
simulation the switching period of 100 instructions was used. 
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Table II. Cache Hierarchy Model Parameters 
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B. Benchmarks 

The SBC traces [11] of SPEC CPU2000 benchmarks [12] 
suite were used in the trace simulation. However not all the 
benchmarks from the suite could be used in the simulation, 
so a set of nine benchmarks (five integers and four floating 
point) were selected from the benchmark suite for simulation 
purposes. Each trace included the memory references of first 
two billion of instruction execution. 

C. Results 

The results of the simulations of running singleton traces 
are shown in Figure 5. Fig. 5 (a) shows the global miss rates 
of the index-first scheme relative to the traditional scheme 
and Fig. 5 (b) shows the corresponding CPI reductions 
achieved in the index-first scheme. In index-first scheme, 
average global miss rate decreased to around 92% of the 
original and lowest to 75% of traditional for lucas. In the 
index-first scheme, the average reduction in CPI is over 0.25 
and a maximum CPI reduction of 0.63 for lucas. 

The relative global miss rates and CPI reductions of the 
index-first scheme of running 2-trace and 4-trace simulations 
are shown in Figure 6. Figure 6 (a) shows that the average 
global miss rate decreased to around 89% of traditional for 2- 
trace simulations and around 85% of traditional for 4-trace 
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(b) Relative global miss rates (ta) C PI reductions 

Figure 6. Multi-trace simulations of a set of 2-trace and 4-trace benchmarks 



simulations. It maximum decreased to 50% of traditional for 
(gcc, gap, gzip, perl) and to 79% of traditional for 
(lucas,wupwise). Fig. 6 (b) shows that the average CPI 
reduction of index-first scheme is over 0. 14 for 2-trace and 
around 1 .2 for 4-trace simulations. 

IV. Conclusions 

An index-first cache addressing scheme has been 
presented which is an efficient scheme for addressing the 
cache memories. Using this scheme the first portion of the 
memory address is used for indexing the LI cache instead of 
second as used in the traditional scheme. This scheme works 
by eliminating several types of block address conflicts in a 
multi-level cache system. This scheme can be implemented 
without any additional hardware. The results show that this 
scheme outperforms the traditional scheme across all the 
benchmarks in both global miss rates and CPI measures. 
Moreover, the performance improvements were found to be 
many times more in multi -processing environments. 
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